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SPECIFICATIONS

SYSTEM
•	Overhead H-bridge configuration – ceiling, wall or 

floor mountable.
•	High precision manipulator.  
•	Customizable X-axis x Y-axis x Z-axis scanning 

dimensions (40’ x 60” x 84” typical).
•	 Typical skew capability +/-20 degrees, +/- 45 

degrees available.
•	Anti-collision system with manual override.
•	 Free standing operator control room equipped with 

ergonomic components and controls.
•	NSI Control-X motion control software with intuitive 

teach and learn capability for system manipulation.
•	Variable speed unidirectional joystick operation.
•	Dual manipulation controls: control room and inside 

vault.
•	Multiple system surveillance cameras.
•	Upgradeable to Computed Tomography.
•	System mounts in existing enclosures if applicable.

ENCLOSURE
•	Steel/lead/steel construction.
•	 Fully enclosed x-ray system.
•	Motorized doors with safety sensitive reversing.
•	 Interior and exterior door controls.
•	 Interior fluorescent lighting.
•	Meets all State and Federal radiation safety 

regulations.

SOFTWARE
•	NSI X-View IW Image Acquisition 

and Processing System.
•	Windows XP environment.
•	Non-proprietary image storage format.  Read and 

store images in all standard formats including TIFF, 
BMP, JPEG, DICONDE, GIF, TGA, and PCX.

•	High performance image processing and measurement 
functions.

•	Automatic scripting utility for macro programming.
•	Multiple window interface allows simultaneous display 

of static images, live images and analytical data.
•	Automatic parallelization for systems with multiple 

CPU’s.
•	Real-time frame averaging and integration capabilities.
•	Real-time video capture.
•	Supports digital flat panel detectors, LDA’s and digital/

analog cameras at 8, 10, 12 and 16 bits.

PHONE: 1.800.635.8392 or 763.463.5650

FAX: 763.463.5651

EMAIL: SALES@4NSI.COM

VISIT WWW.4NSI.COM OR WWW.XVIEWCT.COM FOR MORE INFORMATION




